
Technical datasheet

OTTO Li-Ion battery 10,8 volt/1,5 Ah
Accessories for OTTO Accumulator gun type HPS-4T/-6T

AKKU-HPS

Characteristics

� Replacement battery with 10.8 V Li-Ion 1.5 Ah for OTTO
accumulator gun type HPS-4T/-6T

� Compatible with OTTO quick charger with charge indicator
and 30 min. charge duration

� Compatible with OTTO car charger Li-Ion 12 volt
� Conform to RoHS

Standards and tests

� CE marked

Technical properties

Voltage Volt [V] 10,8

Battery capacity in ampere
hours [Ah]

1,5

Weight [g] ~ 200

Application information

Charging the battery with the quick charging station:
1. If the batteries are exposed to a temperature below +5°C, they must be warmed up to at least +10°C prior to charging.
2. Once the battery has fully charged, remove the charger plug from the mains. (Unplug the charger)
3. The charger should cool down for about 1 hour between two battery charges.
4. Only use the quick charger with the accumulator guns, type HPS-4T/-6T, and the associated batteries. Other chargers may
destroy the battery and the charger.

Packaging

Order unit (OU) Order code

1 piece AKKU-HPS

Safety precautions

Do not charge the batteries at temperatures below 10°C or above 40°C.

Disposal

Never dispose of the discharge device, the discharged material, cartridges and bags or batteries in the household trash.
Instead, dispose of them according to the legal regulations in the country of operation!
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