


With the fire protection test and the 
general test certificate issued by the 
building inspection authority 
OTTOSEAL® S 51 meets all the 
requirements imposed on materials 
used in public buildings.

The variety of colours guarantees 
shades to exactly match any colour 
design and style. 

Due to its very good resistance to 
aging OTTOSEAL® S 51 guarantees 
that the connection joints on PVC, 
rubber and linoleum floors last for 
a�very long time.

OTTOSEAL® S 51
The special silicone for floor layers, 
guarantees elastic connections between 
PVC, rubber and linoleum floors to walls 
and structural components.

OTTOSEAL® S 51 is available in 
47�colours ex warehouse, enabling you 
to always find the colours to match 
floorings from major manufacturers. 
There are no limits to modern interior 
design. OTTOSEAL® S 51 has been 
tested as a flameresistant sealant  
according to DIN 4102-B1.

The most important features
at a glance

Put colour
in your life!

1-component silicone sealant based on 
aminoxime MEKO-free
For indoor and outdoor application

Characteristics

��ƒ�Wide range of colours  
Colour adapted to common �oor coverings (e.g. 
PVC, rubber and linoleum)
��ƒ�Flame retardant - building material class B1 
according to DIN 4102 and DIN EN ISO 4589  
For special �re protection requirements
��ƒ�Excellent weathering, ageing and UV-resistance  
For long-lasting indoor and outdoor applications

Fields of application

��ƒJoints in rubber �oor
��ƒ�Joints in linoleum �oors
��ƒ�Joints in PVC �oors
��ƒ�Equalizing sealing of similar and dissimilar working 
materials such as glass, stainless steel, aluminium 
and some plastics

Standards and tests
��ƒ�Tested according to EN 15651 – Part 1: F EXT-INT CC 25 LM
��ƒ�Tested according to EN 15651 – Part 4: PW EXT-INT CC 25 LM
��ƒ�Tested according to DIN 4102-B1 – hardly in�ammable between 
solid mineral building materials (wood research at the Munich 
Technical University)
��ƒ�Tested according to DIN EN ISO 4589-2:1999 Plastics - 
De�nition of the �re-behaviour due to the oxygen index 
(Bodycote Warrington�re)
��ƒ�Tested for applications in the cleanroom sector by the Institute 
for Hygiene Gelsenkirchen, Germany
��ƒ�Classi�cation according to building certi�cation systems, see 
the sustainability data sheet
��ƒ�Suitable for applications according to IVD instruction sheet  
no. 11+31+35 (IVD = Germanindustry association sealants)
��ƒFrench VOC-emission class A+


